
Westwood Theory

Tech Rider
Overview

The technical specifications contained in this tech rider and stage plot are the minimum 

production requirements necessary for the band to perform as intended. Any substitutions, 

ommisions, or deviations should be communicated and approved prior to the event.

If the agreed-upon technical requirements are not provided, the band reserves the right to 

perform with the available equipment. However, the band cannot be held responsible for any 

compromise in sound quality, production value, or overall audience experience, resulting 

from unmet technical requirements.

Our goal is always to work with every venue and production team to provide the best show 

possible. If any requirements present a challenge, please contact us in advance so we can 

find a workable solution together.

Name Instrument Amp DI Box Microphone

Jack Drums No No Drum set mics 

(see stage plot)

Carter Rhythm guitar 1 x Line 6 

PodGo

Optional 1 x SM58 (back 

vocals)

K Vocals No No 1 x SM58

Steven Bass 1 x Line 6 

PodGo

Optional 1 x SM58 (back 

vocals)

Michael Lead guitar 1 x Line 6 

PodGo 

wireless

Optional 1 x SM58 (back 

vocals)
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MONITORING: Self-Contained IEM RIG
The band travels with a completely self-contained, pre-configured In-Ear Monitor (IEM) rack. 

We do not require floor wedges, stage monitors, or monitor mixes from the venue.

All monitor mixes are completely managed and controlled by the band via an intenal digital 

mixer and wireless/wired beltpacks.

Westwood Theory will provide:

1 x compact flight case containing our digital mixer
Wireless IEM transmitters, and
Passive XLR splitters

Venue to provide:

A clear, flat space approximately 3 ft x 3 ft to place the IEM rack
Power: 1 x dedicated, clean 15A AC power drop directly next to the IEM rack location
Frequencies: The venue’s audio crew must assist in coordinating wireless RF frequencies 
during load-in to avoid interference with house wireless gear. Our systems operate on the 
T Band (902-928 MHz)
Cabling: Venue to provide 8 x >20’ XLR cables for integration to house system

Patching instructions:

1.  Lead singer microphone and guitar/bass Amp-Cab simlators go directly into the inputs on 
the back of the Band’s IEM Rack first.

2.  The house crew then takes our provided analog XLR split loom and plugs those tails 
directly into the venue’s house stage box.

3.  The Front of House engineer receives completely “dry”, isolated, mic-level signals.
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Backline
Minimum requirements or better:

: Main PA Speakers

Two Parasource 12P

: Monitors (if not using IEMs)

Four YXL 12"/1" 1600W PEAK ACTIVE 

: Subwoofers

One PSA 1S Dual 12” Parasource or 

Two PS 12 S subwoofers 

: Vocal Microphones 

Four SM 58’s

: Drum Microphones 

SHURE BETA DYNAMIC INSTRUMENT MIC FOR 
KICK BETA52A

Two X RODE NT-5 STEREO 

SHURE CARDIOID 

DYNAMIC MIC,  SM57-LC               

Bass Drum = D112/B52

SPRING ADJUSTABLE MICROPHONE CLIPS

YSL TRIPOD NON-TELESCOPIC BOOM MS-206B

YSL SHORT ADJ. MIC

STAND W/ADJ. BOOM MS-607B

TILTING TELE 16"-25" DESK/BASS DRUM Mic 
Stand

RUBBERIZED MEDIUM BARREL MIC CLIP IMC-4

CRADLE SHOCK MOUNT CLIP FOR APEX420 
IMC-3 

: Mixer / Control Board 

Behringer XR 18 

: Microphone Stands

1 vocal microphone stand

3 back-vocals microphone stands
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Input List & Stage Plot
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